
ENERGY STAR® LABELED GEOTHERMAL HEAT PUMPS
Qualifying Products List

Manufacturer Name EER Rating
(Trade Name) Product Family Name Product Type COP Rating ISO 13256-1* Model Series
American Geothermal DX Geothermal DX 3.7 (ARI870) 16.6 (ARI870) all DXG series
ClimateMaster Genesis Closed 3.3 - 3.6 (ISO 13256-1) 14.2 - 16.6 (ISO 13256-1) all GSS series
ClimateMaster Paradigm Closed 3.3 - 3.6 (ISO 13256-1) 14.2 - 16.6 (ISO 13256-1) all PDW series
ClimateMaster VT Closed 3.35 - 4.25 (ISO 13256-1) 15.4 - 18.65 (ISO 13256-1) all VT series

ClimateMaster Genesis Closed 3.5 - 3.8 (ISO 13256-1) 14.6 - 17.5 (ISO 13256-1)
all GSV/GSH and having "AGE" for 7th, 8th, 
& 9th digits

ClimateMaster Genesis Open 3.8 - 4.1 (ISO 13256-1) 17.1 - 21.5 (ISO 13256-1)
all GSV/GSH and having "AGE" for 7th, 8th, 
& 9th digits

ClimateMaster Genesis Open   3.8 - 4.1 (ISO 13256-1) 16.8 - 23.9 (ISO 13256-1) all GSV/GSH series

ClimateMaster Genesis Closed 3.8 - 4.1 (ISO 13256-1) 14.6 - 18.5 (ISO 13256-1)

GSV/GSH018; GSV/GSH024; GSV/GSH030; 
GSV/GSH036; GSV/GSH042; GSV/GSH048; 
GSV/GSH060

Econar Energy Systems Corp. GeoSource 2000 Closed 3.3 - 3.6 (ISO 13256-1) 14.5 - 15.4 (ISO 13256-1) GV/GH/231 - GV/GH/361
Econar Energy Systems Corp. GeoSource DualTEK Closed 3.3 (ISO 13256-1) 14.6 (ISO 13256-1) GV/GH/361
Econar Energy Systems Corp. GeoSource Vara Closed 3.3 (ISO 13256-1) 14.6 (ISO 13256-1) GV/GH/361
Econar Energy Systems Corp. GeoSource Invision3 Closed 3.4 - 3.8 (ISO 13256-1) 16.3-17.2 (ISO 13256-1) GV/GH/120 - GV/GH/362
ECR Technologies EarthlinkedTM DX 3.7-4.0 (ARI870) 15.9-17.3 (ARI870) SC Series
ECR Technologies EarthlinkedTM DX 3.7-4.0 (ARI870) 15.9-17.3 (ARI870) SW Series
ECR Technologies EarthlinkedTM DX 3.7 (ARI870) 15.9 (ARI870) SC-024-1
ECR Technologies EarthlinkedTM DX 3.8 (ARI870) 17.7 (ARI870) SC-030-1
ECR Technologies EarthlinkedTM DX 3.9 (ARI870) 17.1 (ARI870) SC-036-1
ECR Technologies EarthlinkedTM DX 4.0 (ARI870) 16.8 (ARI870) SC-042-1
ECR Technologies EarthlinkedTM DX 3.9 (ARI870) 17.1 (ARI870) SC-048-1
ECR Technologies EarthlinkedTM DX 3.9 (ARI870) 17.3 (ARI870) SC-060-1
The Trane Company Residential High Efficiency Open & Closed with WH 3.9 (ISO 13256-1) 17.5 (ISO 13256-1) GSUJ
The Trane Company Residential High Efficiency Closed with WH 3.4 (ISO 13256-1) 15.7 (ISO 13256-1) GSSD
The Trane Company Commercial High Efficiency Closed with WH 4.7 (ISO 13256-1) 15.1 (ISO 13256-1) WPVJ
The Trane Company Commercial High Efficiency Closed with WH 4.5 (ISO 13256-1) 16.1 (ISO 13256-1) WPHF
WaterFurnace Premier Single Speed Closed with WH 3.3 - 3.8 (ISO 13256-1) 14.2 -18.9 (ISO 13256-1) P019 - 066
WaterFurnace Premier Two Speed Closed with WH 3.3 - 3.6 (ISO 13256-1) 14.5 -18.1 (ISO 13256-1) P045 - 070
WaterFurnace Premier E Series Closed with WH 3.6 - 3.9 (ISO 13256-1) 18.2 -21.1 (ISO 13256-1) E036 - 072
WaterFurnace Premier Split Closed with WH 3.7 - 4.1 (ISO 13256-1) 15.2 -18.9 (ISO 13256-1) P019 - 056
WaterFurnace Synergy3 Closed with WH 3.3 - 3.8 (ISO 13256-1) 14.1 -17.0 (ISO 13256-1) RT046 - 066
*ISO 13256-1 is the International Organization Standardization's standard for closed/open heat pump equipment.
  ARI870 is the Air-Conditioning & Refrigeration Institute Standard 870-99 for direct geoexchange heat pump equipment.  
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